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must be approved by the Administrator
before implementation.

(3) For approval, a State plan shall be
submitted by August 25, 1998 and shall
include emission limits for nitrogen
oxides from fluidized bed combustors
at least as protective as the emission
limits listed in paragraphs (d)(3)(i) and
(d)(3)(ii) of this section.

(i) The emission limit for nitrogen
oxides contained in the gases dis-
charged to the atmosphere from a des-
ignated facility that is a fluidized bed
combustor is 180 parts per million by
volume, corrected to 7 percent oxygen.

(ii) If a State plan allows nitrogen
oxides emissions averaging as specified
in paragraphs (d)(1)(i) through (d)(1)(v)
of this section, the emission limit for
nitrogen oxides contained in the gases

§60.36b

discharged to the atmosphere from a
designated facility that is a fluidized
bed combustor is 165 parts per million
by volume, corrected to 7 percent oxy-
gen.

[60 FR 65415, Dec. 19, 1995, as amended at 62
FR 45119, 45125, Aug. 25, 1997]

§60.34b Emission guidelines for mu-
nicipal waste combustor operating
practices.

(a) For approval, a State plan shall
include emission limits for carbon
monoxide at least as protective as the
emission limits for carbon monoxide
listed in table 3 of this subpart. Table
3 provides emission limits for the car-
bon monoxide concentration level for
each type of designated facility.

TABLE 3.—MUNICIPAL WASTE COMBUSTOR OPERATING GUIDELINES

Municipal waste combustor technology

Mass burn waterwall
Mass burn refractory ......
Mass burn rotary refractory

Mass burn rotary waterwall
Modular starved air ............
Modular excess air ........

Refuse-derived fuel stoker
Buddling fluidized bed combustor .
Circulating fluidized bed combustor ..

Pulverized coallrefuse-derived fuel mixed fuel-fired combustor ..

Spreader stoker coal/refuse-derived fuel mixed fuel-fired combustor .

Carbon

monoxide

emissions Averaging

level (parts time (hrs)
per million

by volume)a

100 4

100 4

100 24

250 24

50 4

50 4

200 24

100 4

100 4

150 4

200 24

aMeasured at the combustor outlet in conjunction with a measurement of oxygen concentration, corrected to 7 percent oxygen,

dry basis. Calculated as an arithmetic average.
bAveraging times are 4-hour or 24-hour block averages.

(b) For approval, a State plan shall
include requirements for municipal
waste combustor operating practices at
least as protective as those require-
ments listed in §60.53b(b) and (c) of sub-
part Eb of this part.

[60 FR 65415, Dec. 19, 1995, as amended at 62
FR 45120, 45125, Aug. 25, 1997]

§60.35b Emission guidelines for mu-
nicipal waste combustor operator
training and certification.

For approval, a State plan shall in-
clude requirements for designated fa-
cilities for municipal waste combustor
operator training and certification at
least as protective as those require-
ments listed in §60.54b of subpart Eb of
this part. The State plan shall require
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compliance with these requirements
according to the schedule specified in
§60.39b(c)(4).

[60 FR 65415, Dec. 19, 1995, as amended at 62
FR 45120, Aug. 25, 1997]

§60.36b Emission guidelines for mu-
nicipal waste combustor fugitive
ash emissions.

For approval, a State plan shall in-
clude requirements for municipal
waste combustor fugitive ash emissions
at least as protective as those require-
ments listed in §60.55b of subpart Eb of
this part.
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